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COATING THICKNESS GAUGE 
MODEL NO. BE932 

The NF probes measure the thickness of non-

magnetic coatings on non-magnetic metals. It is 

used on anodizing, varnish, paint, enamel, plastic 

coatings, powder applied to aluminum, brass and 

non-magnetic stainless steel etc. Use it anywhere -- 

Suitable for the laboratory, Powder Coating 

Companies, Manufacturing Companies, Paint 

Suppliers, Manufacturing Companies, Steel and 

Aluminum Refinishing, Automobile Dealers, Auto 

Auctions, Body Shops, Auto Detailers and any 

company needing a highly accurate measurement of 

the dry coating thickness and can be used even in 

harsh field conditions 

 

APPLICATION 

  Separate Type, measurements can be more flexibility. 
  Measuring mode: Single, Continually and Difference 
  Data store/ Data recall/ Data delete function 
  Data Analysis: Average, Maximum, Minimum, Standard deviation and 

measuring times 
  Beep sound indication 
  Measure in Metric/Imperial 
  LCD backlight display 
  Low battery indication 
  Auto power off. 

KEY FEATURES 

            BESTONE INDUSTRIAL LTD. 

 



* Operating Principle: Eddy Current (NF) 

* Measuring range：0~1500µm 

* Accuracy：±（3%H±1µm） 

* Resolution: 0.1µm (<100µm) or 1µm(>100µm) 

* Use Hi-sensibility sensor for precise measurement 

* Zero point, two point and basic, three different calibration 

* Measuring mode: Single, Continually and Difference 

* Data store/ Data recall/ Data delete function 

* Data Analysis: Average, Maximum, Minimum, Standard deviation and 

measuring times 

* Beep sound indication 

* Measure in Metric/Imperial 

* LCD backlight display 

* Low battery indication 

* Auto power off  

* Packing method: Gift box + PP box 

* Power supply: 3*1.5V AAA battery 

* Weight: 250g (without battery) 

* Dimension: 80*38*150mm 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

B
 E

 S
 T

 O
 N

 E
   

I N
 D

 U
 S

 T
 R

 I 
A

 L
   

LT
D

. 

 

SPECIFICATIONS 
 

COATING THICKNESS GAUGE 
MODEL NO. BE932 

 

* NF probe x 1pc 

* Aluminum Substrate Block x 1pc 

* Calibrations foils x 6pcs 

* User's manual x 1pc 

* Carrying case and gift box x 1 set 

* 1.5V AAA battery x 3pcs       

* 9V battery x 1pc(for BE930) 

 

 

ACCESSORIES 
 

 

BESTONE INDUSTRIAL LTD. 
 

Tel:  +86 755 82952326, Fax:  +86 755 82952326 
Web: www.bestone-meter.com  
Email:liu@bestone-meter.com 
Skype: Bestone-Shirley Liu 
WhatsApp: +86 18929394326 


